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Irrigation

Pressure Sustaining Valve- Manual Override 3-way

The Eliptix Electric Operated Control Valve Model R-20 E is activated by line pressure. The Eliptix R-20 E is opened or closed by 
an electric command through a solenoid valve. The solenoid is energized or de-energized by an electric pulse to open or close the 
valve. A normally closed solenoid is used with a normally open valve (N.O. – with no energy the valve is opened by line pressure) and 
a normally open solenoid is used with a normally closed valve (N.C. – with no energy the valve is closed by line pressure).  
The solenoids are available in two types, latch (DC) and pulse (AC).

 Features and Benefits
•	 Rugged, high quality construction meets applicable engineering standards 

•	 Long service life and low maintenance 

•	 Unique technology, innovative design and performance 

•	 Free and unobstructed liquid flow with minimal head loss 

•	 Designed to reduce cavitation 

•	 Elliptic diaphragm reacts faster with less movement 

•	 Small control chamber enables quicker response
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 Main Control System Components

No. Component

1 Ball Valve

2 Self-flushing filter

2

1

Electric Operated Control Valve



 Valve Technical Specifications*
Series ELIPTIX R-20  PN10

Self-actuated, WEIR type diaphragm actuated, hydraulic control valve

*For dimensions and weights, please refer to the ELIPTIX Basic Valve leaflet
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l Body & Bonnet Composite Materials: Reinforced Nylon / Polypropylene

Diaphragm Natural Rubber / EPDM

Bolts Steel, Zinc Cobalt Coated / Stainless Steel SAE 316

Piping & Tubing Reinforced Nylon  / Stainless Steel SAE 316

Pressure Rating
Maximum working pressure - 10 bar
Minimum working pressure  - 0.4 bar (depending on type of diaphragm)

Water Temp. Range  5° to 60°C

 Solenoid Specifications

Solenoid Type Description

Normally Closed (NC) 24v AC 50/60 Hz power source

Normally Open (NO) 24v AC 50/60 Hz power source

Special Feature: 

Normally Open (NO) 110V, 220V AC and 9V, 12V, 24V DC

Latch Solenoid Available voltage: 3, 6, 9, 12, 24, 230
Please supply latch solenoid requirements to match specifications.

 Purchase Specifications
The Hydraulic Control Valve shall automatically control upstream pressure to maintain the minimum preset pressure, regardless of 
changes in the downstream pressure or in the flow rate.

The control valve shall be a hydraulically operated, pilot controlled, weir type, in-line serviceable valve.

The main in-line hydraulic control valve shall have only two moving parts, the resilient diaphragm and the spring.

The diaphragm shall be the only sealing component of the control valve.

R-20 E



Aquestia Ltd. reserves the right to make product changes without prior notice. To ensure receiving updated information on parts 
specifications, please contact us at info@aquestia.com. Aquestia Ltd. shall not be held liable for any errors. All rights reserved.

www.aquestia.com
info@aquestia.com

 Installation and Storage Recommendations

•	 Always flush the pipeline to remove debris before the installation of the valve.

•	 Arrow on the valve bonnet must match the actual flow direction.

•	 Tighten bolts to the recommended torque for the specific size and model of the ELIPTIX valve. 

•	 Do not over-torque.

•	 Tighten bolts using the crossover method.

•	 If the ELIPTIX valve is for use in ambient or fluid temperatures below freezing, consult your nearest A.R.I.  distributor. If shut 
down during cold weather, the valve control space and the control system must be drained.

 When ordering, please specify

1.	 ELIPTIX Control Valve Series R-20 model E

2.	 ELIPTIX valve size

3.	 Desired end connection / Standard

4.	 Static inlet pressure (when valve is closed)

5.	 Dynamic pressures (min – max)

6.	 Flow rates (min-max)

7.	 Required sustaining pressure
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